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heron pointe
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heron pointe
architectural style

COMMUNITY & CHARACTER
Heron Pointe and its larger estate type lots provides for a variety of home   sizes and 
architectural design styles. Using the approved Architectural Patterns outlined in  this  
document,  Heron Pointe  homes  can  take  lead  and reference from the Early Classical 
Revival- ca: 1770-1850, Greek Revival -  ca: 1825-1860, and the more later and modern 
style of Neoclassical Homes. See pages 47-48; 57-60, section 6.

Identifying Characteristics
• Typically two- or three-car attached, detached, or courtyard, front or side accessed 

garages
• Side, and cross gabled roof confi gurations are typical.
• Roof materials in a variety of fi nishes with slopes ranging from 9:12 - 12:12.
• Extensive columned porches (Portico), are typically two-story and centrally located.
• Rounded columns from the classical order typically centrally located with pediment 

detailing to the portico, upper eaves and entablature.
• Plain square cut or a more decorative trim and cornice detail may be provided as long 

as it accords with the scale, massing, and style of the home proposed.
• Deeper soffi  t overhangs without exposed rafter tails
• Gables typically have decorative gable features as modillion and dentil blocks and 

semi-circular windows.
• Large symmetrically located or side exposed fi replace designs are appropriate.
• Elevated slab or crawl space at minimum 24”. Brick or stucco columns and either 

wood lattice or louvered infi ll panels
• Gutters shall be half round or Ogee (K style) to a maximum of 6”. Round or soft 

square downspouts are acceptable.
• For all acceptable “Elements of Style” design detailing see pages 35-45, section 5.
• More identifying characteristics can be located via the “Architectural
• Pattern” sections of this document.
• Windows and doors typically are taller, more vertically in proportion with semi-

circular heads and are generally double or triple hung with multiple muntin patterns 
of 6 over 6 or 9 over 9

• Shutters (fi xed or operable) with hardware are appropriate

Minimum Square Footage
Homes in Heron Pointe shall have a minimum heated living area for one- story 
homes of 2,500 square feet, not including any room over the garage. Two-story 
homes shall be a minimum of 3,100 square foot.

Sidewalks
All lots shall have a 4” thick broom-fi nished concrete sidewalks lined with 
Belgian blocks and shall be installed at all areas along roadways connecting 
with adjacent lots. The exact location and 
construction specifi cations are to be approved by 
the Architectural Review Committee prior to the 
commencement of construction.

Finished Grades
Finished grades and elevations must be compatible with neighboring sites, 
particularly with regard to drainage and view.

Floor Elevations
All homes are to be built on a crawl space or a raised slab. All foundation 
walls shall be fi nished in brick or stucco. Raised slab shall be constructed a 
minimum of 24 inches above fi nished grade at 
foundation, except garage fl oor elevations, which 
may be 4 inches above adjacent grade.

Height Restrictions
Refer to the Heron Pointe lot diagrams for required height restrictions to 
homes and chimneys. see page 121

Chimneys
Chimney location(s) is preferred to be externally exposed or within the main 
roof area. Paired symmetrical chimneys are required. Chimneys shall be in 
brick or CMU masonry only with a full brick veneer. The must be a minimum 
of 4’-0” taller than a point 10’-0” from the face of the chimney to the closest 
upward adjacent roof plane. The shaft must be a minimum of 2’-0” in width 
and 3’-0” in length.

SECTION 15 PAGE 120



heron pointe
lot diagrams

MIN. 100’ WIDE X 150’ DEPTH
(FRONT-LOADED)

MIN. LOT DEPTH: 150’
MIN. LOT WIDTH: 100’
MIN. LOT SIZE: 15,000 SF

FRONT SETBACK: 25’
REAR SETBACK: 20’
SIDE SETBACK: 5’ AND 10’
SIDE SETBACK (CORNER): 20’

MAX. BUILDING HEIGHT: 40’
MIN. DISTANCE 
BETWEEN STRUCTURES: 10’

SERVICE YARD SETBACK: MIN. 5’

NOTES:
*HEIGHT OF STRUCTURE SHALL NOT 
EXEED THREE STORIES ABOVE FINISH 
GRADE
* VERTICAL WALL OF BUILDING SHALL NOT 
EXCEED 25’, MEASURED FROM EAVE 
ABOVE SECOND FLOOR
* THIRD FLOOR SHALL NOT EXCEED 40% 
OF THE TOTAL SQUARE FOOTAGE OF 
FIRST AND SECOND FLOORS COMBINED
* CHIMNEY ONLY ALLOWED TO EXCEED 
MAX. HEIGHT BY 4’

SECTION 15 PAGE 121


